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EXISTING CMU WALL AT 
LOT LINE. 2HR RATING.

EXISTING DOUBLE TEE BEAMS
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WALL WITH EXISTING 
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AND REFINISH WHERE 
NECESSARY.
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PRE-ENGINEERED ALUMINUM LOUVERED EQUIPMENT SCREENS 
SIMILAR TO AVADEC. SCREENS, INCL. CONNECTIONS TO 
STRUCTURAL GALVANIZED STEEL POSTS SHALL BE DESIGNED TO 
MEET STRUCTURAL DESIGN CRITERIA FOR WIND AS INDICATED ON 
THE STRUCTURAL DOCUMENTS. MANUFACTURER/ INSTALLER SHALL 
PROVIDE SHOP DRAWINGS CERTIFIED BY A FLORIDA LICENSED 
STRUCTURAL ENGINEER. CLEAR ANODIZED. TYPICAL.  INVERT 
LOUVERS TO BLOCK SIGHT LINES FROM BELOW.  STAINLESS STEEL 
FASTENERS ONLY. PROVIDE BOND BREAK TO PREVENT DISSIMILAR 
METALS FROM CORRODING.  SEE STRUCTURAL DRAWINGS FOR 
COLUMN LAYOUT AND DETAILS.

NEW FULLY ADHERED WHITE TPO MEMBRANE ROOFING AS 
SPECIFIED OVER TAPERED POLYISOCYANURATE INSULATION WITH 1 
1/2" BASE LAYER ON LOW SIDE. PITCH = 1/4" / 12"

20" CURB MIN AT NEW RTU. GC TO VERIFY CURB HEIGHT SATISFIES 
FRESH INTAKE AIR CLEARNACE REQUIREMENTS AND POSITIVE 
ROOF WATER DRAINAGE.

NEW PARAPET WALL. SEE 
DETAIL 2 SHEET A3.5.
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EXISTING CMU EXTERIOR WALL 
WITH EXISTING STUCCO FINISH 
REPAIR AND REFINISH WHERE 
NECESSARY.

NEW CLEAR ANODIZED ALUMINUM CANOPY.
MANUFACTURER SHALL PROVIDE ENGINEERING AND 
SUBMITTALS UNDER SEPERATE PERMIT.  CENTER
LINE OF TIE BACKS TO BE A MINUMUM OF 4" FROM 
TOP OF EXISTING TIE BEAM.

NEW SCUPPER, CONDUCTOR HEAD AND DOWNSPOUT NEW SCUPPER, CONDUCTOR HEAD AND DOWNSPOUT
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BUILDING SIGNAGE BY OWNER. 
PROVIDE POWER FOR LIGHTED 
SIGN.
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PARAPET
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EXISTING CMU EXTERIOR WALL 
WITH EXISTING STUCCO FINISH 
REPAIR AND REFINISH WHERE 
NECESSARY.

BUILDING SIGNAGE BY OWNER. 
PROVIDE POWER FOR LIGHTED 
SIGN.
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T.O. FLOOR SLAB
0"

T.O. NEW
PARAPET

14' - 8"

EXISTING CMU EXTERIOR 
WALL WITH EXISTING 
STUCCO FINISH REPAIR 
AND REFINISH WHERE 
NECESSARY.

NEW CLEAR ANODIZED ALUMINUM CANOPY.
MANUFACTURER SHALL PROVIDE ENGINEERING 

AND SUBMITTALS UNDER SEPERATE PERMIT. CENTER
LINE OF TIE BACKS TO BE A MINUMUM OF 4" FROM 

TOP OF EXISTING TIE BEAM.

INFILL WALL WHERE DOUBLE DOORS 
HAVE BEEN REMOVED. SEE 
STRUCTURAL DRAWINGS FOR INFILL 
DETAILS.  
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