MIN. LENGTH OF PIPE (FEET) TO BE RESTRAINED
(SOURCES: EBAA IRON RESTRAINT LENGTH CALCULATION PROGRAM FOR PVC PIPE, RELEASE 3.1.

AND DIPRA THRUST RESTRAINT FOR DUCTILE IRON PIPE, RELEASE 3.2)

CTTING TYPE PIPE_SIZE 200ps
4" | 6" | 8 | 10" | 12°| 16" | 20" | 24" | 30"
 90'HORIZ.BEND | 14 | 20 | 25| 30 | 35| 45 | 54 | 62 | 98

HHHH
o
HHHH

o2
— usHoRz BEN0 | 6 | 8 | n | 1| 15| 19| 22 | 26 | 41
~ a5 norz e | 5 [+ [ s 6| 7| o [ w2 |

1.25'HORIZ.BEND | 1 [ 2 | 3 | 3| 4| 4 | 5 [ 6 10| 1] 12|13
UPPER
ot verr, | bewb | 29 | 41| 53| 64 | 74| 95 | 115 | 134 | 214 | 246 | 276 | 304
OFFSET L OWER
LOWER | 7 |10 | 13| 16| 19| 25|30 | 35|57 |es | 74|83
UPPER
s verr, | N | 12| 19 | 2| 20| 34| 30| 48 | 56 [ 80 | 102 | 114|126
OFFSET L OWER
MR | s | 4 | 6| 7| 8|10z |15 [2s |27 | ;|34
UPPER
22.5° VERT. | BEND HEHNEEM
OFFSET L OWER
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UPPER
4 7 24 27
nosverr, | B | 3| 4| s | 7| 8| 8| m| 3|2 2|27 |30
OFFSET L OWER
BEND

_ PLUG (DEAD END) | 32 | 45 | 59 | 70 | 83 | 107 | 120 | 151
_ IN-LNEVALVE | 32 | 45 | 45| 45| 45| 56 | 65 | 80
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RESTRANT) 200 | 1 | 21 | 38 | 52 | 65 | 88 |10 ] — | - | — | - | —
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48x@ | 1 | 1| 7 |27 | 44| 73| 97| 120] 203 238| 269| 298
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REDUCER | 10°x @ | 57 | 43 | 24 | - | - | - | - | -] - | - | - | -
CeeSmaND | 1Zx@ [72 |60 [# | & [ - | - [ - - -] -] -]~
160 |99 | %0 | 78|75 | 45| - | - | -] -] -| -| -

20 @ | 123|116 | 107 | 105 ) 81 | 45 | - | - | - | - | - | -
24x@ |146 | 140 | 132 [ 131 | 1| 82| 45| - | -] - | -] -

30" @ | 209|204 197|188 | 177 [ 153 | 16 | 75 [ - | - | - | -
soopsi | 36X @ | 243|236 | 233|226 | 217|196 | 168 | 135| 74 | - | - | -
42°x @ | 273|270 | 265|250 | 252|234 | o1 | 183 | 133| 72| - | -

0 | a0r | 298 | 294 | 200 | 2m5 | 268 | 2e9 | 226 | 185 11| 71| -
NOTES:

1. THE DATA IN THE ABOVE TABLE ARE BASED UPON THE FOLLOWING INSTALLATION CONDITIONS:

SOIL TYPE-SAND TEST PRESSURE-150 PSI/200 PSI DEPTH OF BURY-3

TRENCH TYPE-3 SAFETY FACTOR-1.5 VERTICAL OFFSET-3'
MINIMUM PIPE LENGTH ALONG TEE RUN-5

2. THE RESTRAINED PIPE LENGTHS APPLY TO DUCTILE IRON AND PVC PIPE.

3. ALL JOINTS BETWEEN UPPER AND LOWER BENDS SHALL BE RESTRAINED.
4. RESTRAINED PIPE LENGTHS APPLY TO PIPE ON BOTH SIDES OF VALVES AND FITTINGS.
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