
PLANTING SOIL

DISTANCE TO CENTERLINE
WILL VARY ACCORDING TO

SPECIES AND HABITAT OF
GROWTH SO THAT MATURE

PLANTS WILL NOT OVER LAP
ONTO SIDEWALK,

STRUCTURES,
PAVED AREAS, ETC.

DISTANCE BETWEEN PLANTS
SHOULD BE FAR ENOUGH TO ALLOW
PLANTS TO REACH MATURE SIZE
WITHOUT INTERFERING WITH
GROWTH OF ADJACENT PLANT
MATERIALS

SPACING AS

PER PLANS

ROOT
BALL

12"
MIN.

12"
MIN.

BACKFILL SUBSOIL

EXISTING SUBSOIL

MINIMUM 2" x 2" x 2" x 0" P.T.  PINE
WOOD STAKE OR #5 RE-BAR 2'-0"
LONG. POSITION TO SECURELY
STABILIZE TREE

REINFORCED RUBBER
HOSE

BLACK WELLINGTON 12"
WIDE NYLON TAPE

BLACK WELLINGTON 12"
WIDE NYLON TAPE

ROOT BALL

TREE PIT

2"x2"x 2'-0" P.T. PINE
WOOD STAKE OR #5
RE-BAR 2'-0" LONG

TYPICAL GROUNDCOVER PLANTING DETAILTYPICAL CONTAINER SPACING DETAILTYPICAL SHRUB PLANTING DETAIL  

CURVED TRUNK PALM PLANTING DETAIL

STRAIGHT TRUNK PALM PLANTING DETAIL  TYPICAL TREE GUYING DETAIL  

120 120  

EXISTING

SUBSOIL

PAVED WALK

SPACING OF PLANTS

AS INDICATED ON PLANTING

PLAN

3"  MULCH  LAYER,
GRADE "A"
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EXCAVATE TO A MIN DEPTH
OF 12"  AND BACKFILL WITH

PREPARED PLANTING SOIL

TRIANGULAR SPACING

E
Q

U
A
L

PLANTING SOIL MIX AS

SPECIFIED

SQUARE SPACING

MULCH EDGING - ALL PLANT
BEDS ADJACENT TO SOD AREAS

SHALL RECEIVE A  3"  DEEP
LAYER OF MULCH

LIMIT OF SOD LINE - ALL
SOD IS TO BE LAID AS PER

DRAWINGS (SEE LANDSCAPE
PLAN)

NOTE: IN MOST CASES, TRIANGULAR SPACING IS PREFERRED.

USE SQUARE SPACING ONLY IN SMALL RECTILINEAR AREAS.

4"  EARTH BERM

2" x 4" x 12"  PINE FOOTPAD
FOR SOFT SOIL CONDITIONS SUCH

AS SAND, BURIED 3"  BELOW GRADE

2"  LAYER OF NEW TOPSOIL

EQUAL

EQ
U
AL

WRAP (5) LAYERS OF BURLAP TO

TRUNK AT POINT OF SUPPORT

(3) 2" x 4" x 6"  P. T.
PINE WOOD CLEATS . WIRE  WITH

GALVANIZED METAL STRAP AS
SUPPORT FOR WOOD BRACERS -

DO NOT NAIL BRACES TO THE TRUNK

(3) 2" x 4"  P. T. PINE

WOOD BRACE @ 120 DEGREES  APART.
PAINT TO MATCH TRUNK COLOR

IF REQUIRED

TOP OF MULCH

SHALL BE 1/2"
BELOW PAVEMENT

NOTE: ALL PALMS WITH A
CLEAR TRUNK HEIGHT OF
6'  FEET OR MORE ARE TO

BE STAKED.

SPACING AS

PER PLANS

PLANT 
BALL

6" 

MULCH EDGING - ALL PLANTING

BEDS ADJACENT TO SOD AREAS
SHALL RECEIVE A 4"-6"  DEEP

LAYER OF MULCH

PLANT MATERIAL SHALL NOT BE
PRUNED PRIOR TO INSTALLATION -

AFTER PLANT HAVE BEEN INSTALLED,
EACH PLANT SHALL BE PRUNED FOR

UNIFORMITY

TYPICAL CURB AND GUTTER

6"

SIDEWALK

6
" 

*

60
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PLAN1
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WRAP (5) LAYERS OF
BURLAP TO TRUNK AT

POINT OF SUPPORT

ROOT

BALL

12"
MIN.

EXISTING SUBSOIL

BRACING DETAIL

2" X 4" CROSSMEMBERS
NAILED TO BRACES

2 (2" x 4") WOOD
BRACERS IN " X"

SHAPE NAILED
TOGETHER (see

detail above)

BACKFILL SOIL

3"  MULCH  LAYER,
GRADE "A"

2"  LAYER OF NEW

TOPSOIL

4"  EARTH BERM

FOOT PAD

TRUNK  
CROSSMEMBER

BRACERS

12"
MIN.
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2"x 4"x 12" FOOT PAD
FOR SOFT SOIL

CONDITIONS SUCH AS
SAND; BURIED 3"

BELOW GRADE.

LIMIT OF SOD LINE - ALL

SOD TO BE LAID AS PER
DRAWINGS

(SEE LANDSCAPE PLAN)

EXISTING SUBSOIL  

3"  MULCH AS SPECIFIED
OVER ALL PLANTING BEDS

*

* 

BLACK WELLINGTON 1/2"
WIDE NYLON TAPE

120
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TRIM ONLY DEAD AND BROKEN

FRONDS - DO NOT CUT CENTRAL
LEADER

BURLAP

PLANTING NOTES:

-All plant material is to be Florida Number 1 or better pursuant to the Florida Department of Agriculture's  Grades and Standards for Nursery Plants.

-All plants are to be top dressed with a minimum 3"  layer of Melaleuca mulch,  Eucalyptus mulch or equal.

-Planting plans shall take precedence over plant list in case of discrepancies.

-No changes are to be made without the prior consent and approval of the Landscape Architect and Owner. Changes includes: additions; deletions; modifications to planting size;

pot size; heights; species; grade etc.

-Landscape Contractor is responsible for providing their own square footage takeoffs and field verification for 100% sod coverage for all areas specified.

- All landscape areas are to be provided with automatic sprinkler system which provide 100% coverage, and 50% overlap.

- All trees in lawn areas are to receive a 24" diameter mulched saucer at the base of the trunk.

- Trees are to be planted within parking islands after soil is brought up to grade.  Deeply set  root balls are not acceptable.

- Planting soil for topsoil and backfill shall be 50/50 mix, nematode free.  Planting soil for annual beds to be comprised of 50% Canadian peat moss, 25% salt free coarse sand and

25% Aerolite.

- Tree and shrub pits will be supplemented with "Agriform Pells", 21 gram size  with a 20-10-5 analysis, or substitute application accepted by Landscape Architect.  Deliver in

manufacturer's standard containers showing weight, analysis and name of manufacturer.

GENERAL NOTES:

-The Landscape Contractor is to locate and verify all underground and overhead utilities  prior to beginning work. Contact proper utility companies and / or General Contractor prior  to digging for field

verification. The Owner and the Landscape Architect shall not be responsible for any damages to utility or irrigation lines (see Roadway Plans for more  utility notes).

-Landscape Contractor is to verify all current drawings and check for discrepancies and bring to the attention of the Landscape Architect prior to commencing with the work.

-All unattended and unplanted tree pits are to be properly barricaded and flagged during installation.

-All planting plans are issued as directives for site layout. Any deviations, site changes, etcetera are to be brought to the attention of the Landscape Architect for clarification prior to  installation.

SOD NOTES:

-Sod is to be grade "A" weed free.

-All areas marked "LAWN" shall be solid sodded with St. Augustine 'Floratam' solid sod. See limit on plan. All areas marked 'Bahia Grass' shall be solid sodded with Paspalum.

-Provide a 2" deep blanket of planting soil as described in planting notes this sheet. Prior to planting, remove stones, sticks, etc. from the sub soil surface. Excavate existing non-conforming soil as required

so that the finish grade of sod is flush with adjacent pavement or top of curb as well as adjacent sod in the case of sod patching.

-Place sod on moistened soil, with edges tightly butted, in staggered rows at right angles to slopes.

-Keep edge of sod bed a minimum of 18" away from groundcover beds and 24" away from edge of shrub beds and 36" away from trees, measured from center of plant.

-Sod Shall be watered immediatley after installation to uniformily wet the soil to at least 2" below the bottom of the sod strips.

-Excavate and remove excess soil so top of sod is flush with top of curb or adjacent pavement or adjacent existing sod.

SCALE: NTS

NOTES:

1.     CONTRACTOR SHALL ASSURE PERCOLATION OF ALL PLANTING PITS PRIOR TO INSTALLATION.

2.     CONTRACTOR SHALL ASSURE HEALTHY ROOT SYSTEM ON ALL TREES. ANY TREE WITH BOUND OR CIRCLING ROOTS SHALL BE REJECTED.
3.     ALL SUPPORT MATERIALS ARE TO BE REMOVED FROM THE TREES ONCE THE TREES HAVE BECOME ESTABLISHED (NOT TO EXCEED 12 MONTHS

FROM THE COMPLETION OF THE PROJECT).
4.     IRREGULAR OR MULTI-STEMED TREES SHALL HAVE A SIMILAR STAKING PATTERN AS SINGLE TRUNKED TREES. STAKES DON'T NEED TO BE

ATTACHED TO EVERY STEM.

TREE PLANTING DETAIL & BRACING 3" DBH & UNDER

PLANTING PIT
3X ROOT BALL MIN. 

SUB-GRADE BACKFILL SHALL BE
EXISTING SOIL WITH ALL ROCKS 2" OR

LARGER REMOVED.

PLANTING

SOIL

UNDISTURBED

SOIL

4" HIGH TEMPORARY RETENTION BERMS

OF SOIL TO ASSIST IN IRRIGATION OF
THE TREE. SOIL BERMS ARE TO BE

CONSTRUCTED AT RIGHT ANGLES TO
THE TREE OR IN THE POSITION  WHICH

WILL MOST EFFECTIVELY SERVE THE

PURPOSE OF RETAINING WATER AT THE
BASE OF THE PLANT. SOIL BERMS MAY
BE REMOVE AFTER IRRIGATION IS

INSTALLED, GRADE IS SET AND TREE IS

ESTABLISHED.

1
'-
4
"

1
'-
0
"

(2) 2" DIA. 8' LONG WOOD DOWELS

120° APART DRIVEN THROUGH BOTTOM
OF PLANTING PIT.

REMOVE ANY PORTION OF WIRE

BASKETS ABOVE THE TOP HALF OF THE

ROOTBALL. REMOVE BURLAP
COVERINGS BELOW THE TOP HALF OF
THE ROOTBALL. COMPLETELY REMOVE

ALL SYNTHETIC ROOTBALL COVERING

MATERIALS.

GUY WIRE - #12 DOUBLE STRAND

TWISTED - WRAP TWICE AROUND TREE
TRUNK WITH TWO-PLY RUBBER HOSE

AT ALL POINTS OF CONTACT -

ATTACH WIRE TO STAKES.

INSTALL 3" OF MULCH OVER 3' DIAMETER
CIRCLE AROUND TRUNK. DO NOT PLACE
MULCH OVER ROOT FLAIR OR WITHIN 6"

OF THE TRUNK WHICH EVER IS GRATER.

6" OR EXTENT OF ROOT FLARE

SET ROOTBALL SO TRUNK FLARE OR TOP

ROOT IS 3" ABOVE SURROUNDING
GRADE.

FINISHED GRADE

SCALE: NTS

NOTES:
1.     CONTRACTOR SHALL ASSURE PERCOLATION OF ALL PLANTING PITS PRIOR TO INSTALLATION.

2.     CONTRACTOR SHALL ASSURE HEALTHY ROOT SYSTEM ON ALL TREES. ANY TREE WITH BOUND OR CIRCLING ROOTS SHALL BE REJECTED.

3.     ALL SUPPORT MATERIALS ARE TO BE REMOVED FROM THE TREES ONCE THE TREES HAVE BECOME ESTABLISHED (NOT TO EXCEED 12 MONTHS
FROM THE COMPLETION OF THE PROJECT).

4.     IRREGULAR OR MULTI-STEMED TREES SHALL HAVE A SIMILAR STAKING PATTERN AS SINGLE TRUNKED TREES. STAKES DON'T NEED TO BE

ATTACHED TO EVERY STEM.

5.     SECURE BATTENS WITH 2-3/4" HI CARBON STEEL BANDS TO HOLD BATTENS IN PLACE DURING PLANTING PROCESS.
6.     DO NOT NAIL BATTENS TO TREE.

TREE PLANTING DETAIL & BRACING ABOVE 3" DBH

PLANTING PIT
3X ROOT BALL MIN.

PLANTING

SOIL

UNDISTURBED

SOIL

4" HIGH TEMPORARY RETENTION BERMS

OF SOIL TO ASSIST IN IRRIGATION OF THE
TREE. SOIL BERMS ARE TO BE
CONSTRUCTED AT RIGHT ANGLES TO THE

TREE OR IN THE POSITION  WHICH WILL

MOST EFFECTIVELY SERVE THE PURPOSE
OF RETAINING WATER AT THE BASE OF
THE PLANT. SOIL BERMS MAY BE REMOVE

AFTER IRRIGATION IS INSTALLED, GRADE

IS SET AND TREE IS ESTABLISHED.

REMOVE ANY PORTION OF WIRE BASKETS

ABOVE THE TOP HALF OF THE ROOTBALL.

REMOVE BURLAP COVERINGS BELOW THE
TOP HALF OF THE ROOTBALL.
COMPLETELY REMOVE ALL SYNTHETIC

ROOTBALL COVERING MATERIALS.

INSTALL 3" OF MULCH OVER 3' DIAMETER

CIRCLE AROUND TRUNK. DO NOT PLACE
MULCH OVER ROOT FLAIR OR WITHIN 6"
OF THE TRUNK WHICH EVER IS GRATER.

SET ROOTBALL SO TRUNK FLARE OR TOP

ROOT IS 3" ABOVE SURROUNDING GRADE.

FINISHED GRADE

TOE NAIL BRACES TO BATTENS. DO NOT
NAIL BATTENS TO TREE.

STEEL BAND

5 (2" X 4" X 16") WOOD BATTENS

5 LAYERS OF BURLAP

BATTEN ENLARGMENT 

STAKING  ENLARGMENT 

18" MIN.

TOP OF 12" LONG STAKE FLUSH WITH OR

BELOW GRADE

EDGE OF PLANTING PIT

1
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BATTEN SEE ENLARGEMENT

STAKING SEE

ENLARGEMENT

PROVIDE FOUR 2' X 4' WOOD STAKES 120°
APART. ATTACH W/NAILS TO BATTENS NO

NAILS IN TREE.

12" M
IN

.

75° MIN.

NO LESS THEN 75°

1
'-
4
"

1
'-
0
"

6" OR EXTENT OF
 ROOT FLARE

Drawing: Landscape Details
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Scale: NTS
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Note: Drought resistant sod or drought-resistant ground cover shall be installed on the entire disturbed areas before

close-out of the permit and thereafter maintained. All asphalt, rock, and other non-natural materials shall be removed and

refilled to the undisturbed lot level with clean soil before any planting or installation of the required drought-resistant sod

or ground cover.

Digitally

signed by

Steven C

Eaves

Date:

2024.12.26

11:22:11

-05'00'

DRC
PZ24-12000024

02/05/2025

http://www.witkindesign.com

	Sheets and Views
	L-4




