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1-Relocated-Montgomery-Palm

Relocated-palm-to be field
adjusted as appropriate

Relocated-palms-shallbe-irrigated
with bubblers

Prune and secure fronds with 2 ply Jute

Chick-fil-A
5200 Buffington Road
Atlanta, Georgia 30349-2998

Mulch depth as defined in the Landscape Specifications;
mulch type as defined in the Landscape Notes or on the
Landscape Plan. Hold mulch 4” from trunk of tree.

Locking polypropylene bands or steel
locking bands to secure battens

(3) Wood Palm Batten

1-Relocated Montgomery Palm
19-Holly Fern
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Backfill with topsoil mixed with native
excavated soil
Earth saucer at edge of rootball

Native soil subgrade

Topsoil as defined in the Landscape
Plant Palm 2" above Specifications

surrounding grade

(3) Equally spaced 2" x 4" wood braces,
nail to Palm Batten & ground stakes

2"x 4" x 24" Pressure treated
Pine ground stake
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1-Relocated Montgomery Palm
= N, = A > N 8-Pink Muhly Grass
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Y Planting pit to be twice the width of the 51 0ld Canton Street
3 root ball oh Ceorai
\\\ p 3 Slow release fertilizer tablets Alpharetta, Georgia 30009
S B o Place rootball on unexcavated subgrade 770.442.8171 tel
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Native soils subgrade / Topsoil as defined in the
“V" Trench Bed Edge Landscape Specifications
Mulch depth as defined in the Backfill planting pits with topsoil
ifications; and native excavated soil
L Secteaors k) LEGEND
Notes or on the Landscape Plan defined on the plant list >_
Planting pit to be twice the
width of the rootball AT <
SHRUB BED PLANTING DETAIL CITY OF POMPANO BEACH NOTES SOUTHEAST LANDSCAPE NOTES / \ ;
2 : 1 ALL HEDGES ABUTTING CITY RIGHTS-OF-WAY ARE 1. Landscape Contractor to read and understand the Landscape 14.Existing grass in proposed planting areas shall be killed and | X } EXISTING TREE TO BE REMOVED
SCALE: NTS ' MAINTAINED AT A HEIGHT NO GREATE-R 'I:HAN o4 Specifications prior to finalizing bids. The Landscape removed. Hand rake to remove all rocks and debris larger than 1 \ / \ I N
' Specifications shall be adhered to throughout the construction inch in diameter, prior to adding topsoil and planting shrubs. No__~ # EXISTING TREE TAG I I (D (o]
2. ALL VUAPERIMETER TREES SHALL BE 14' OATO CREATE process. 15. Soil to be tested to determine fertilizer and lime requirements prior - _— O
THE LARGEST CPTED CLEAR LINE OF SIGHT FROM 2. Contractor is responsible for locating and protecting all to laying sod. yd \\ 0 20 40 FT Know what's helow. 0 I ™
ROADWAY. underground utilities prior to digging. 16. Annual and perennial beds: add min. 4 inch layer of organic / \ ca" bef di _ ™
3. ALL ROAD ROCK. CONCRETE. ASPHALT. AND OTHER 3. Contractor is responsible for protecting existing trees from damage material and till to a min. depth of 12 inches. Mulch annual and l @ EXISTING TREE TO REMAIN --_ etore you dig. I < _
' y ’ : during construction. perennial beds with 2-3 inch depth of mini nuggets. \ / <
NON-NATURAL MATERIALS SHALL BE REMOVED FROM ALL ) , . , - . . N\ - # EXISTING TREE TAG m LL
PLANTING AREAS PRIOR TO LANDSCAPE INSTALLATION 4. All tree protection devices to be installed prior to the start of land 17. All shrubs beds (existing and new) to be mulched with a min. 3 N—— m -
AND BE REPLACED WITH PLANTING SOIL PRIOR TO disturbance, and maintained until final landscaping. inch layer of mulch (double shredded hardwood mulch). —— NOTE: m LL I
LANDSCAPE INSTALLATION 5. All tree protection areas to be protected from sedimentation. 18.Planting holes to be dug a minimum of twice the width of the root // \\ - . o I Q
' 6. All tree protection fencing to be inspected daily, and repaired or ball, for both shrub and tree. Set plant material 2-3" above finish / \ Trees to remain on site: 41 o . O
4. NO DEVELOPMENT, WORK, OR DEMO ACTIVITY SHALL BE replaced as needed. grade. Backfil planting pit with topsoil and native excavated soil | @ |  EXISTING TREE TO BE RELOCATED See Tree Protection Plan sheet L-001 for Existing Trees List and O W <
ALLOWED WITHIN THE DRIPLINE OF ATREE OR TREE 7. No parking, storage or other construction activities are to occur 19.Sod to be delivered fresh (Cut less than 24 hours prior to arriving \\ // #  EXISTING TREE TAG Tree Protection Detail. LL 1T
PROTECTION AREA. within tree protection areas. on site), laid immediately, rolled, and watered thoroughly ~N—— Z m
5 PENALTIES WOULD BE INCURRED BY THE CONTRACTOR 8. All planting areas shall be cleaned of construction debris (ie. immediately after planting. Edge of sod at planting beds are to be I
FOR DAMAGES TO THE EXISTING TREES ON SITE FROM concrete, rock, rubble, building materials, etc) prior to adding and "V" trenched; see Landscape Details. < E O
THE CONTRACTOR, THE SUBCONTRACTORS, OR spreading of the topsoil. 20. Any existing grass disturbed during construction to be fully
EMPLOYEES. ANY ENCROACHMENT WITHIN THE TREE 9. General Contractor is responsible for adding a min of 4” clean removed, regraded and replaced. All tire marks and indentions to TREE PROTECTION FENCING I m O 2
PROTECT'ON ZONE. FAILURE TO MAINTAIN THE TREE friable tOpSOil in all planting beds and all grassed areas. Graded be repaired. <
PROTECTION ZONE, OR ANY DAMAGE TO THE TREE(S) OR areas to be held down the appropriate elevation to account for 21. Water thoroughly twice in first 24 hours and apply mulch I E Z o
CRITICAL ROOT ZONES WILL RESULT IN MITIGATION. THE topsoil depth. See Landscape Specifications for required topsoil immediately. o E
CAUSE OF DAMAGES WOULD INCLUDE. BUT NOT BE characteristics. 22.The Landscape Contractor shall guarantee all plants installed for PLANT LIST O 7o)
LIMITED TO, STORAGE OF MATERIALS, PLACING FILL OR 10.In all parking Iot. islands, the General Contractor is .respo”nsmle to one fyll year from Qate of acceptance by the owner. All plants shall Qty |Botanical Name Common Name Scheduled Size Remarks N o
DEBRIS, DISPOSAL OF PAINT OR SOLVENTS, PARKING OF remove all debris, fracture/loosen subgrade to a min. 24” depth. be alive and at a vigorous rate of growth at the end of the 0 m N (o
MACHINES UNDER TREES OR TREE PROTECTION ZONE Add topsoil to a 6"-8” bermed height above island curbing; refer to guarantee period. The Landscape Contractor shall not be Trees
ENCROACHMENT. ANY VIOLATIONS OF THIS WILL RESULT landscape specifications and landscape island detail. responsible for acts of God or vandalism. See Landscape 3 |Veitchia arecina Relocated Montgomery Palm Relocated
IN A FINE OF $1,000.00 FOR THE FIRST OFFENCE, $1,500.00 11. Prior to beginning work, the Landscape Contractor shall inspect Specifications for Warranty requirements/expectations.
FOR THE SECOND AND $2,000.00 FOR THE THIRb EiTC IF the subgrade, general site conditions, verify elevations, utility 23.Any plant that is determined dead, in an unhealthy, unsightly Shrubs F S U # 0248 3
PHYSICAL DAMAGE IS DONE TO THE TREE. AN APPRAISAL locations, irrigation, approve topsoil provided by the General condition, lost its shape due to dead branches, or other symptoms 9 |Clusia guttifera Clusia Min. 24" Hgt. Plant 36" O.C.
OF THE DAMAGES AND RELATED FEES WIL’L BE Contractor and observe the site conditions under which the work is of poor, non-vigorous growth, shall be replaced by the Landscape 19 | Cyrtomium falcatum Holly Fern 3 Gal. Plant 36" O.C.
DETERMINED BY AN ISA CERTIFIED ARBORIST, AND BE to be.(‘jone. Notify the General Contra_ctor of any u.n_satlsfactory Cont.ractor. See Lands_cape Specifications for warranty 8  |Muhlenbergia capillaris Pink Muhly Grass 3 Gal. REVISION SCHEDULE
BASED ON ALL, OR A PERCENTAGE OF, THE ESTABLISHED conditions, work shall not proceed until such conditions have been requirements/expectations. NO. DATE BY DESCRIPTION
VALUE ASSIGNED TO THE TREE. corrected and are acceptable to the Landscape Contractor. 24 Site to be 100% irrigated in all planting beds and grass area by an Groundcovers 1 87/23 1 Landscape Comments
12. Any deviations from the approved set of plans are to be approved automatic underground Irrigation System. Irrigation as-built shall
6. APRE-CONSTRUCTION MEETING WITH URBAN FORESTRY by the Landscape Architect. be provided to the Landscape Architect within 24 hours of irrigation
IS REQUIRED FOR ANY WORK IS PERFORMED ONSITE 13.Landscaping shall be installed in conformance with ANSI Z60.1 the install completion. Other
WHERE THERE IS TREE PROTECTION AND / OR PLANT “American Standard for Nursery Stock” and the accepted 25. Stake all evergreen and deciduous trees as shown in the planting
MATERIAL IS INSTALLED ON SITE. standards of the American Association of Nurserymen. detail and as per the Landscape Specifications.
7. ALL EXISTING TREES WILL BE PRUNED BY AN ISA 26.Remove stakes and guying from all trees after one year from
CERTIFIED ARBORIST UNDER THE DIRECTION OF ABCMA planting. LANDSCAPE REQUIREMENTS
OR ASCAREGISTERED CONSULTING ARBORIST. A. SITE LANDSCAPE
8. ALL TREES DESIGNED AS SINGLE TRUNK SHALL HAVE A REQUIRED 1. (1) tree and (5) shrubs per 3,000 SF VLD PROJECT # 2023141
SINGLE, RELATIVELY STRAIGHT, DOMINANT LEADER, 38,449 SF / 3,000 SF x 1 tree = 13 trees required
PROPER STRUCTURAL BRANCHING AND EVEN BRANCH 38,449 SF /3,000 SF x 5 shrubs 64 shrubs required PRINTED FOR PERMIT
DISTRIBUTION. TREES WITH BARK INCLUSION, TIPPED IRRIGATION SYSTEM RETROFIT DATE 5/25/23
igﬁgg—lﬁg 'IAIQIEDE%OW?'IPHMCTIIQSEI;EUII;I\FI'SAC\?'II"LLLEQSEIEE 1. Existing irrigation system shall be retrofitted to include 100% cover PROVIDED 1. 13 trees existing = 13 trees existing SRAVNBY oN

to all newly created landscaped areas.
CIRCLING AND / OR PLUNGING ROOTS WILL BE REJECTED. 2. Sprays and rotors shall be utilized on all sod and seedded areas.

9. ALL TREE WORK WILL REQUIRE PERMITTING BY A 3. Drip irrigation shall be utilized on all planting beds, shrubs, trees,
REGISTERED BROWARD COUNTY TREE TRIMMER. and groundcover. B. STREET FRONTAGE

36 clusia, 20 holly fern, 22 coontie = 78 shrubs provided

Information contained on this drawing and in all digital files
produced for above named project may not be reproduced in
any manner without express written or verbal consent from

4. The Contractor shall be responsible to ensure new and existing REQUIRED 1. (1) tree per 30 LF of frontage authorized project representatives.
irrigation components, and the system as a whole, are in proper 96 LF /30 LF = 3 street trees required - SHEET
working order.

5. Add valves, sprays, rotors, drip, and/or replace zones as needed PROVIDED 1. 3trees existing = 3 street trees existing — Landsca pe Plan
to achieve proper coverage as required. E

6. Only RainBird products shall be utilized C. PERIMETER LANDSCAPING STRIPS m

I Mainline shall be 1,57 CLS 200 PVC REQUIRED 1. (1) tree per 30 LF of perimeter landscape st ing a vehicul f butt t L

8. Lateral lines shall be 1" CLS 200 PVC : Iree per of perimeter landscape strips screning a vehicular use area from an abutting property

9. Rain / freeze sensor shall be installed Perimeter A: 313 LF / 30 LF = 10 perimeter trees required o

10. Prior to final completion, the Irrigation Contractor shall perform a Perimeter B: 120 LF / 30 LF = 4 perimeter trees required

walk-thru inspection with the Owner, or Owners Representative. SHEET NUMBER

PROVIDED 1. Perimeter A: 10 trees existing
Perimeter B: 4 trees existing

10 perimeter trees existing
4 perimeter trees existing
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