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MP

SHEET NUMBER

SABBIA BEACH -
PARCEL B

NE 7th COURT AND SR A-1-A

POMPANO BEACH, FL 33062

PH: (954) 788-3400

Florida Certificate of

Authorization # - 7928

301 East Atlantic Boulevard
Pompano Beach, FL 33060

JR

(FOR THE FIRM)

MICHAEL J. PHILLIPS, RLA
FLORIDA REG.  NO. LA0001540

NOTE:
· REF. LP-101 FOR ADDITIONAL REQUIREMENTS.
· ROOT BALL SIZE FOR ALL TREES AND PALMS TO BE IN

PROPORTION TO SIZE AND TYPE OF PALM PER FLORIDA
GRADES AND STANDARDS FOR NURSERY PLANTS.

120°

120°
120°

BRACING PLAN

TREE PLANTING DETAIL - SINGLE TRUNK
SECTION NOT TO SCALE

WRAPS OF SISAL OR

BIODEGRADABLE MATERIAL
KNOTTED AND SECURED TO
TRUNK; SECURE TO MIN (2)

INNER / LARGER CANES
ABOVE FIRST LATERAL


BRANCHES

"WELLINGTON" TAPE OR APPROVED

EQUAL.  3 GUYS PER TREE, SPACED
EQUALLY AND LOCATED ABOVE THE
FIRST LATERAL BRANCHES; SECURE

TO SISAL ROPE WRAPPED AROUND
TRUNK

TOP OF ROOTBALL TO BE EVEN OR
1" ABOVE FINISH GRADE

3" SPECIFIED MULCH; MIN. 18"

RADIUS FROM TRUNK, PULL BACK 6"
FROM TRUNK

ORANGE WARNING TAPE 12" ABOVE
GRADE

4"  HEIGHT CONTINUOUS SOIL BERM /
RETENTION BASIN

REBAR (#3) OR WOODEN STAKES
(TYP) BURIED BELOW GRADE

BACKFILL WITH SPECIFIED PLANTING
MIX; REF. LP-001, SECTION M.

ONCE INSTALLED, REMOVE 1/3
BURLAP AND ALL WIRE AND
NON-BIODEGRADABLE MATERIAL
FROM THE ROOTBALL

PLACE ROOTBALL AT BOTTOM
OF PLANTING PIT ON 4"-6" LAYER

OF COMPACTED PLANTING MIX

SINGLE LEADER (NO CO-DOMINANT
LEADERS, NO INCLUDED BARK)

NOTE: TREES TO BE B&B UNLESS
SPECIFIED OTHERWISE ON PLAN

TREE PLANTING DETAIL - MULTI-TRUNK
SECTION NOT TO SCALE

BRACING PLAN

120°

120°
120°

PLACE ROOTBALL AT BOTTOM
OF PLANTING PIT ON 4"-6" LAYER

OF COMPACTED PLANTING MIX

MULTI-TRUNK TREE, MIN. 3-5 CANES

(TREES TO BE B&B UNLESS SPECIFIED
OTHERWISE ON PLAN)

"WELLINGTON" TAPE OR APPROVED

EQUAL.  3 GUYS PER TREE, SPACED
EQUALLY AND LOCATED ABOVE THE

FIRST LATERAL BRANCHES

TOP OF ROOTBALL TO BE EVEN OR 1"

ABOVE FINISH GRADE

3" SPECIFIED MULCH; MIN. 18" RADIUS
FROM TRUNK, PULL BACK 6" FROM
TRUNK

ORANGE WARNING TAPE 12" ABOVE
GRADE

4"  HEIGHT CONTINUOUS SOIL BERM /
RETENTION BASIN

REBAR (#3) OR WOODEN STAKES (TYP)
BURIED BELOW GRADE

ONCE INSTALLED, REMOVE 1/3
BURLAP AND ALL WIRE AND
NON-BIODEGRADABLE MATERIAL
FROM THE ROOTBALL

BACKFILL WITH SPECIFIED PLANTING
MIX; REF. LP-001, SECTION M.

WRAPS OF SISAL OR
BIODEGRADABLE MATERIAL
KNOTTED AND SECURED TO
TRUNK; SECURE TO MIN (2)

INNER / LARGER CANES

PALM PLANTING DETAIL - SMALL / MEDIUM
SECTION NOT TO SCALE

"WELLINGTON" TAPE OR
APPROVED EQUAL.  3 GUYS PER

TREE, SPACED EQUALLY; SECURE
TO SISAL ROPE WRAPPED


AROUND TRUNK

TOP OF ROOTBALL TO BE EVEN OR
1" ABOVE FINISH GRADE

3" SPECIFIED MULCH; MIN. 18"
RADIUS FROM TRUNK, PULL BACK
6" FROM TRUNK

ORANGE WARNING TAPE 12"
ABOVE GRADE

4"  HEIGHT CONTINUOUS SOIL
BERM / RETENTION BASIN

WOODEN STAKES (TYP) BURIED
BELOW GRADE

120°

120°
120°

BRACING PLAN

BACKFILL WITH SPECIFIED
PLANTING MIX; REF. LP-001,
SECTION M.

PLACE ROOTBALL AT BOTTOM
OF PLANTING PIT ON 4"-6" LAYER

OF COMPACTED PLANTING MIX

LARGE TREE / PALM PLANTING DETAIL
SECTION NOT TO SCALE

120

120

120 

45

45

45

45 

(6) 2"X4"X12" WOOD BATTENS SECURED
WITH (2) STEEL BANDS

(4) LAYERS OF BURLAP TO PROTECT
TRUNK

MINIMUM OF (3) 4X4 WOOD BRACES.
NAIL TO BATTENS (DO NOT PIERCE
TRUNK) AND TO 2X4 STAKES.  USE (4)
4X4 BRACES FOR TREES / PALMS OVER
10" DBH

3" DEPTH SPECIFIED MULCH; 6" AWAY

FROM TRUNK; MINIMUM 18" RADIUS
AROUND TRUNK OF TREE

4"  HEIGHT CONTINUOUS SOIL BERM /
RETENTION BASIN

2X4X24" WOOD STAKE FIRMLY DRIVEN
INTO UNDISTURBED GROUND; NAILED

TO WOOD BRACES

BRACING PLAN

(4) WOOD BRACES FOR

PALMS / TREES LARGER
THEN 10" DBH

(3) WOOD BRACES FOR
PALMS / TREES

SMALLER THAN 10" DBH

NOTES:
· FINAL TREE STAKING DETAILS AND

PLACEMENT TO BE APPROVED BY
LANDSCAPE ARCHITECT

· ASSURE PERCOLATION OF ALL
PLANTING PITS PRIOR TO INSTALLATION
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5'-0" MIN.

BACKFILL WITH SPECIFIED PLANTING
MIX; REF. LP-001, SECTION M;
(FOR DATE PALMS, BACKFILL WITH
CLEAN SAND)

SABAL PALM PLANTING DETAIL
SECTION NOT TO SCALE

PRUNE AND TIE FRONDS TOGETHER WITH
BIO-DEGRADABLE TWINE (MIN. 6-8 FRONDS);
HURRICANE CUT MAY BE ACCEPTABLE


(5) - 2"X4"X18" WOOD BATTENS.  ATTACH
WITH 2 STEEL BANDS; DO NOT NAIL BATTENS

TO PALM.  HEIGHT OF BATTENS SHALL BE
LOCATED IN RELATION TO THE HEIGHT OF

THE PALM FOR ADEQUATE BRACING.

MINIMUM (3) - 2X4 WOOD BRACES.  NAIL TO

BATTENS AND TO 2X4 STAKES (DO NOT
PIERCE TRUNK).

4"  HEIGHT CONTINUOUS SOIL BERM /
RETENTION BASIN

3" DEPTH SPECIFIED MULCH; MIN. 18" RADIUS
FROM TRUNK, PULL BACK 6" FROM TRUNK

2X4X24" WOOD STAKE FIRMLY DRIVEN
INTO UNDISTURBED GROUND; NAILED TO
WOOD BRACES

TOP OF ROOTBALL TO BE EVEN OR 1" ABOVE
FINISH GRADE; BACK FILL WITH CLEAN SAND
OR SPECIFIED PLANTING SOIL; REF. LP-001,
SECTION M.

PLACE ROOT BALL AT BOTTOM OF PLANTING PIT ON
4"-6" LAYER OF COMPACTED PLANTING MIX

120°

120°
120°

BRACING PLAN
SABAL PALMS TO BE "SLICK" UNLESS
OTHERWISE NOTED ON PLANT LIST

SHRUB AND GROUNDCOVER PLANTING
PLAN NOT TO SCALE

SOD
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ALL SHRUBS AND GROUNDCOVER MASSES

TO USE TRIANGULAR SPACING UNLESS
NOTED OTHERWISE; REF. PLANT LIST FOR
INDIVIDUAL PLANT SPACING

NOTE:
PLANT MATERIAL SHALL NOT BE PRUNED
PRIOR TO INSTALLATION; ONLY DEAD OR

BROKEN BRANCHES MAY BE PRUNED

OUTER ROWS OF PLANTING TO
FOLLOW CURVALINEAR EDGE AS
SHOWN ON PLAN, THEN PLANT

THE REMAINDER OF THE BED
TRIANGULARLY AT SPECIFIED

SPACING

LANDSCAPE EDGING IF NOTED ON
PLAN; OTHERWISE, PROVIDE WELL
DEFINED "SHOVEL CUT" EDGE

BETWEEN MULCH AND SOD

3" DEPTH SPECIFIED MULCH; MIN. 3"

AWAY FROM BASE OF SHRUBS

EQ

E
Q

EQ

1'-0" 1'-0"

MULCH 

1/2 SHRUB
SPACING

MULCH

SHRUB AND GROUNDCOVER PLANTING
SECTION NOT TO SCALE

FILL BED WITH 3"
SPECIFIED MULCH; AT
LEAST 3" AWAY FROM
BASE OF SHRUBS

NOTE: 
· PLANT MATERIAL SHALL NOT BE PRUNED PRIOR TO INSTALLATION.

AFTER PLANTS HAVE BEEN INSTALLED, EACH PLANT SHALL BE
PRUNED FOR UNIFORMITY OR AT THE DIRECTION OF THE

LANDSCAPE ARCHITECT.
· CONTRACTOR SHALL ASSURE PERCOLATION OF ALL PLANTING BEDS

PRIOR TO INSTALLATION.

1'-0"
MAINTAINED
CLEAR ZONE
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1'-0"
BETWEEN
SPECIES

EQ

CL

TURF AREA

EQ 

TOP OF ROOTBALL EVEN OR
1" ABOVE FINISHED GRADE

SLOPE TOWARDS SHRUB BED; 
MULCH FLUSH WITH PAVEMENT 

EXCAVATE TO:
- MIN. 16" BED DEPTH FOR SHRUB MATERIAL;

- MIN. 12" FOR GROUNDCOVER PLANTING;
- EXCAVATION SHALL BE CONTINUOUS
THROUGHOUT PLANTING BED TO RECEIVE

PLANTING SOIL AND PLANTS; NO PIT PLANTING

SHOVEL CUT EDGE 

1'-0"
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REF. PLAN FOR SHRUB SIZE AT
INSTALLATION AND O.C. SPACING

SHRUB
24" O.C.

SHRUB 

36" O.C.

1'-0"

1'-0" MAINTAINED CLEAR ZONE
BETWEEN FACE OF BUILDING / BACK OF
CURB AND EDGE OF PLANT; CONTINUE
MULCH WITHIN THIS ZONE, TYPICAL

TYPICAL OFFSET DIMENSION:

SHRUB SPACING TYP. OFFSET
12" O.C. 1'-6"
18" O.C. 1'-9"
24" O.C. 2'-0"
30" O.C. 2'-3"

36" O.C. 2'-6"
42" O.C. 2'-9"

2'-6"
OFFSET

TYPICAL SHRUB OFFSET AT BUILDING / CURB
SECTION NOT TO SCALE

2'-0"
OFFSET

PLANT LISTS:  PLANT QUANTITIES, SIZES, AND LOCATIONS SHALL BE DETERMINED BY
PLAN AND PLANT LISTS.  PLANT HEIGHT AND SPREAD SHALL TAKE PRECEDENCE OVER

CONTAINER SIZE. CONTAINER SIZE NOTED IS TO BE CONSIDERED MINIMUM. SPACING
OF PLANT MATERIAL WILL BE DETERMINED BY PLANT LISTS AND DETAILS.  QUANTITIES
SHOWN ON PLANT LISTS ARE GUIDELINE ONLY. CONTRACTOR IS RESPONSIBLE FOR

THE ACTUAL QUANTITIES INDICATED ON PLANS. DISCREPANCIES SHOULD BE BROUGHT
TO THE ATTENTION OF THE LANDSCAPE ARCHITECT.

SUBSTITUTIONS: LANDSCAPE ARCHITECT TO REVIEW AND APPROVE ANY PLANT
SUBSTITUTIONS.  SUBSTITUTIONS SHALL BE PROVIDED AS AN ALTERNATE ON

PROPOSALS.

PLANTING SOIL: TOPSOIL SHALL BE CLEAN, STERILE, AND FREE OF DEBRIS OR OTHER
FOREIGN MATERIAL.  TOPSOIL WHEN SUITABLE, SHALL BE USED FOR THE PLANTING OF
TREES AND SHRUBS. THE EXISTING SOILS SHALL BE AMENDED WITH ORGANIC

MATERIAL TO REDUCE THE PH LEVELS TO BETWEEN 5 AND 6. AMENDMENTS ARE TO BE
INCORPORATED INTO THE PLANTING BACKFILL MATERIAL.  GROUNDCOVER BEDS
SHALL BE TOPPED WITH A MINIMUM 4" OF PLANTING SOIL. THE PLANTING SOIL TO BE

MIXED INTO THE EXISTING SOILS DURING PLANTING.

SOIL ADDITIVES: ADDITIVES SUCH AS WATER ABSORBING POLYMERS ARE WELCOME

ADDITIONS TO SOILS WHERE WATER RETENTION IS A PROBLEM.

FERTILIZER: SLOW-RELEASE GRANULAR FERTILIZER SIMILAR TO 12-4-12  FORMULA TO
BE APPLIED AT PLANTING AT MANUFACTURERS RECOMMENDED APPLICATION RATES.
TREE TABS SHALL BE USED FOR ALL TREES AND PALMS.

MULCH: A 3' DIAMETER MULCH RING WITH 3" OF APPROVED SHREDDED MULCH SHALL

BE USED AROUND ALL FREE-STANDING TREES AND PALMS. SHRUB BEDS SHALL BE
MULCHED WITH 3" OF APPROVED SHREDDED MULCH AS SHOWN ON PLAN.

PLANTING PROCEDURE: ALL PLANTS SHALL BE PLANTED AT SOIL LEVELS AT WHICH
THEY WERE PREVIOUSLY GROWN. SHRUB AND HEDGE MATERIAL SHALL BE PLANTED A

MIN. 2' AWAY FROM WALLS OR OTHER OBSTRUCTIONS.  LARGE MATERIAL SHALL BE
PLANTED AWAY FROM OVERHANGS SO AS NOT TO AFFECT THE PLANT OR STRUCTURE
IN THE FUTURE. UNSUITABLE SOIL OR SITE CONDITIONS TO BE BROUGHT TO THE

ATTENTION OF THE G.C. AND THE LANDSCAPE ARCHITECT.

WATERING: ALL PLANT MATERIAL SHALL BE WATERED IN THOROUGHLY AT
INSTALLATION SO AS TO REMOVE AIR POCKETS. WATERING IS THE RESPONSIBILITY OF
THE CONTRACTOR, AND HE SHALL HAND WATER AS NECESSARY. A TEMPORARY


WATERING SYSTEM MAY BE NECESSARY FOR LARGE MATERIAL.


GUYING: PROPER SUPPORT OF TREES AND PALMS DURING THE GROW-IN PERIOD IS

THE RESPONSIBILITY OF CONTRACTOR. STAKING SHALL BE PER INDUSTRY
STANDARDS. NO HARM SHALL BE CAUSED BY THE STAKING PROCESS (I.E. BRACES ARE
NOT TO BE NAILED INTO TREES). SEE ATTACHED DETAILS.

SOD: SOD SHALL BE DENSE, GREEN, AND WELL ROOTED, DISEASE FREE, AND FREE OF

WEEDS, OR INSECTS.  SOD SHALL BE WATERED TO A DEPTH OF 4" AFTER LAYING. ALL
AREAS TO BE SODDED SHALL BE RAKED SMOOTH AND ALL DEBRIS REMOVED PRIOR TO
INSTALLATION.

GUARANTEE: ALL PLANT MATERIALS SHALL BE GUARANTEED FOR 1 YEAR AFTER

COMPLETION OF PROJECT.  GUARANTEE APPLIES TO HEALTH, POSITION, AND SIZE.
REPLACEMENT COST WILL BE CARRIED BY CONTRACTOR.


Michael 

J Phillips
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