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Scope of Work
Remove existing wood dock and wood dock piles.
InstaH (10) ten concrete batter piles.
Construct a 70' lineal ft seawall cap overpour.
Install (8) eight concrete dock piles.
Construct a 7' x 65' concrete dock.
Construct one 15' concrete return wall

Joan Connors 2941 NE 18th St Pompano Beach, FL 33062
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ALAN GARCIA, P.E.
LICENSE #42564
4202 NW 54th Street
Coconut Creek, FL

S.E. CUSTOM LIFT
SYSTEMS INC.
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24" INTO SLAB.0.44 NAVD88
MHW SET INTO SLAB MINL 3"

-2.13 NAVD88
MLW +—

-5.44 NAVD88

EX. CORAL ROCK SEAWALL
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GENERAL NOTES: TYPICAL SECTION
N.T.S.

1. ALL CONCRETE TO BE 5000 psi. 28 DAY COMP.

STRENETH.

Z. ALL STEEL REBAR TO BE GRADE 60

CONCRETE SHALL BE PROPERLY CURED.

4. DESIGN IS PER 8TH EDITION FBC (2023) AND

WIND LOADS PER ASCE 7-22 HVHZ 170 MPH.
5. CONTRACTOR TO OBTAIN UTILITY CLEARANCE

PRIOR TO PILE DRIVING. QLL 1-800432-4770.

u:

NOTE: TURBIDTTY CURTAIN SHALL BE DEPLOYED
THROUGH ALL PHASES OF CONSTRUCTION

7. PL

12" X 12" PEDESTAL, 48" HIGH,
W/ 4-#5 VERTICAL BARS & #3 HOOPS

AT l2" O.C.
HOOK VERTICAL TO SLAB STEEL

W/ TYPICAL HOOK BARS OR EPOXY

DOWELED INTO SLAB 6".

10“ THICK CONCRETE DECK W/ #5 BARS,
# 5 CONTINOUS

12" O.C. E. W. BOTTOM

5.0 NAVD88 =0

H ,

W/ 3" COVER
\

T \l

+

PROVIDE ADDITIONAL

EXTENDED PILE
3" INTO SLAB b

I")
2- #8 BARS ,J \
AT EACH PILE LOCATION, 12" X 12" CONCRETE

\ 24:5 VERTICAL BARS DOWELED
6" INTO CAP SPACED 24" 0.C. W/ EPOXY

BARS SHALL BE CONTINOUS
PILE (CAP. 34 KIPS)

TIE—ING INTO PILE STRANDS
DRIVEN MIN, 10' EMBEDDMENT,

PLACE ON TOP OF STEEL MAT.
EXTEND PILE PRESTRESSED STRANDS
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Joan Connors 2941 NE 1 8m St

Pumpano Beach, FL 33062
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Design is per 8‘“ Edition FBC (2023) and

Wind ‘oads per ASCE 7—22 HVHZ 170 mph
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Design is per 8m Edition FBC (2023) and

Wind loads per ASCE 7-22 HVHZ 170 mph
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(3) #5 CONT.
& #5 HOOK
BAR @ 24" O.C.

GENERAL NOTES:

1. ALL CONCRETE TO BE 4000 pSI 28 DAY COMP
3" GALV. SCHED. STRENG

PIN PILE, DRIVEN ALL STEEL REBAR TO BE GRADE 60
W/ #5 HOOK BAR

WELL COMPACTED FILL W/ COMPACTION PRIOR TO PILE DRIVING. CALL 1-800-432‘4770.
TO 100% MAX. DENSITY. 5. DESIGN IS PER 8TH EDITION FBC (2023) AND

WIND LOADS PER ASCE 7-22 HVHZ 170 MPH.

2.

3. CONCRETE SHALL BE PROPERLY CURED.
FILLED MIN 3" 4 CONTRACTOR TO OBTAIN UTILITY CLEARANCE
MAX SPACING 10‘ O C

\

TYPICAL CONCRETE RETURN WALL SECTION
N.T.S.
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