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TWO  STORY CBS

& FRAMED

BUILDING # 504

PROPOSED

3 STORY

RESIDENTIAL

ADDITION TO

UNIT # 4

1 .   ALL LOCKS ON EXTERIOR DOORS SHALL BE CAPABLE OF RESISTING A FORCE OF 300 LB.

6.   HINGES ON EXTERIOR OUT SWINGING DOORS SHALL HAVE NON REMOVABLE PINS.

     SHALL NOT BE REQUIRED WHERE SUCH DOORS ARE CONTROLLED AND LOCKED BY

     ENGAGING AT LEAST TWO OPPSITE POINTS. A MINIMUM OF 5/8". OTHER LOCKING DEVICES

     LOCKED AT MORE THAN ONE POINT WITH HARDENDED BOLTS OR BOLTS WITH INSERTS

5.   OVERHEAD DOORS SHALL BE PROVIDED WITH WITH MULTIPLE POINT LOCKS OR BE

     DOORS SHALL HAVE NO SCREWS REMOVABLE FROM OUTSIDE WHICH WOULD FACILITATE

     LOCK AREA TO MAIN BOLT STRENGTH AND EFFECTIVENESS, IF NECESSARY, AND SUCH

     OR AT MEETING MULLIONS. THESE DOORS SHALL BE REINFORCED IN THE STRIKE AND

     BOLT OR PIN NOT REMOVABLE OR OPERABLE FROM EXTERIOR, AT THE JAMB, HEAD, SILL,

4.   SLIDING GLASS DOORS SHALL BE PROVIDED WITH SLIDING DOOR DEAD BOLTS OR A

     OF DOORS SHALL HAVE MULTIPLE-POINT LOCKS WITH 5/8" MINIMUM THROW BOLTS WITH

     REQUIRED FOR SINGLE EXTERIOR SWING DOORS. THE INACTIVE LEAF OF THESE PAIRS

3.   THE ACTIVE LEAF OF PAIRS OF EXTERIOR SWING DOORS SHALL HAVE SOME LOCKS AS

    COMBINATIONS. IF KEY IN-THE-KNOB-LOCK IS USED THERE SHALL BE AN AUXILIARY SINGLE

    EXTERIOR WITH A MINIMUM OF 6000 POSSIBLE KEY CHANGES OR LOCKING KEY

2.   ALL SINGLE EXTERIOR SWING DOORS SHALL HAVE A LOCK TO BE KEY OPERATED FROM

    APPLIED IN ANY MOVABLE DIRECTION IN ACCORDANCE WITH RESISTANCE STANDARDS

    SINGLE DEAD BOLT W/ HARDENED BOLT INSERTS.

     ELECTRIC POWER.

     READY ENTRY FROM OUTSIDE.

     INSERTS.

    SET FORTH IN F.B.C.

     SUBMIT SHOP DWG's FOR APPROVALS IN SEPARATE PERMIT

1 4.   FRONT MAIN ENTRANCE DOORS SHALL BE PROVIDED WITH A DOOR SCOPE ON VISION

1 5.  DOORS AND WINDOWS

     PANELS.

     THROW.

9.   GLASS AND EXTERIOR DOORS SHALL COMPLY WITH THE AMERICAN NATIONAL STANDARDS

8.   SINGLE, SWINGING, EXTERIOR DOORS IF WOULD SHALL BE SOLID CORE OF NOT LESS THAN

     FABRICATION TO PREVENT DEFEATING THE PURPOSE OF THE STRIKE AND THE INTEGRITY

7.   JAMBS OF ALL EXTERIOR OFFSET TYPE IN SWING DOORS BE RABBETED, OR OF SIMILAR

     BOLT SETS WITH LTCH THROW OR A MINIMUM OF 1 /2" AND BOLTS HAVING A MINIMUM OF 1 "

     LATCH AND A SINGLE DEAD BOLT WITH 1 " MINIMUM THROW OR A COMBINATION OF DEAD

     AREAS SHALL BE MINIMUM 1  3/8" THICK, SOLID CORE, AND SHALL BE SECURED WITH A

1 3.   SINGLE SWING EXTERIOR AND SWING DOORS CONNECTING LIVING AREAS WITH GARAGE

1 2.   VENTS IN OVERHEAD GARAGE-TYPE  DOORS SHALL NOT BE INSTALLED CLOSER THAN 40"

     AS TO COMPLY WITH THE ARCHITECTURAL ALUMINUM MFG. ASSOS. STDS FOR FORCED

     NO PANEL CAN BE LIFTED FROM THE TRACKS WHEN IN THE LOCKED POSITION AND SO AS 

1 1 .   SLIDING GLASS DOORS AND WINDOWS SHALL BE INSTALLED AND CONSTRUCTED SO THAT

      LOCKING ACTIVATING DEVICE OF LOOSE AND SWINGING DOORS SHALL COMPLY WITH THE

1 0.   VISION PANELS IN EXTERIOR DOORS OTHER THAN GLAZING WITHIN 40' OF THE INSIDE

     TO THE INSIDE LOCK ACTIVATING DEVICE.

     ENTRY RESISTANCE, AAMI, 1 303.3.

      ANSI-STD. 297.1 .

     INSTITUTES, STANDARD 297.1

     OF LOCKS AND LATCHES.

     1  3/8" THICK.

1 .   ALL LOCKS ON EXTERIOR DOORS SHALL BE CAPABLE OF RESISTING A FORCE OF 300 LB.

APPLIED IN ANY MOVABLE DIRECTION IN ACCORDANCE WITH RESISTANCE STANDARDS      SET

FORTH IN F.B.C.

2.   ALL SINGLE EXTERIOR SWING DOORS SHALL HAVE A LOCK TO BE KEY OPERATED FROM

EXTERIOR WITH A MINIMUM OF 6000 POSSIBLE KEY CHANGES OR LOCKING KEY

COMBINATIONS. IF KEY IN-THE-KNOB-LOCK IS USED THERE SHALL BE AN AUXILIARY SINGLE

SINGLE DEAD BOLT W/ HARDENED BOLT INSERTS.

3.   THE ACTIVE LEAF OF PAIRS OF EXTERIOR SWING DOORS SHALL HAVE SOME LOCKS AS

REQUIRED FOR SINGLE EXTERIOR SWING DOORS. THE INACTIVE LEAF OF THESE PAIRS      OF

DOORS SHALL HAVE MULTIPLE-POINT LOCKS WITH 5/8" MINIMUM THROW BOLTS WITH

INSERTS.

ADJACENT LOT

ADJACENT LOT 

SHRUBS W/ NON

CYPRESS MULCH

EXISTING FENCE

TO REMAIN

EXISTING FENCE

TO REMAIN

1 . WINDOWS & GLAZING IN THE RESIDENTIAL SPACES ON ALL 4 SIDES

2. THE PHOTOMETRIC LIGHTING PLAN IS DEMONSTRATING THAT THE PROPOSED LIGHTING PLAN IS

PROVIDING ADEQUATE ILLUMINATION TO THE EXTERIOR OF THE  BUILDING CREATING GOOD VISIBILITY

TO NATURAL SURVEILLANCE AND SUPERVISION

3. VIDEO SURVEILLANCE AND SMART VIDEO ANALYTICS WILL BE PLACED AROUND THE ENTRANCEWAYS.

THE VIDEO SURVEILLANCE SYSTEM WILL BE RECORDED AND ANNOUNCED WITH WARNING SIGNAGE

THAT THE PROPERTY IS UNDER SURVEILLANCE

4.  THERE WILL BE VIDEO SURVEILLANCE ALONG THE EXTERIOR OF THE PROPERTY, WALKWAYS  AND

BACKYARD

5.  MOTION ACTIVATED SENSORS WILL BE PLACED ON THE PERIMETER BOUNDARIES ACTIVITY AREAS AND

AMENITIES SPACES ON A TIMER

6. ANY BLIND SPOTS NOT COVERED BY SECURITY AREAS INCLUDING INTERIOR WALKWAYS SHALL HAVE A

SECURITY MIRRORS TO ASSIST VISIBILITY AROUND BLIND SPOTS

THE OBJECTIVE OF THE PUBLIC SAFETY PLAN IS TO DESIGN OUT ANY POTENTIAL LANDSCAPING AND LIGHTING

CONFLICTS TO AVOID EXISTING OR FUTURE OBSTRUCTIONS TO NATURAL OR MECHANICAL SURVEILLANCE

ENSURE THAT ALL CAMERA WILL BE PROPERLY PLACED SO THERE WILL NOT BE OBSTRUCTION BY THE GROWTH OF

EXISTING OR FUTURE LANDSCAPING

MINIMIZE ANY EXISTING OR POTENTIAL CONCEALMENT AMBUSH POINTS

ENSURE ALL CAMERAS ARE STRATEGICALLY PLACED FOR ACTIVE/PASSIVE OBSERVATION

AS THIS PROJECT IS NOT 24 / 7  RETAIL BUSINESS, COMPLIANCE WITH THE CITY OF POMPANO BEACH BUSINESS

SECURITY CODE ( SS 1 1 5.26) IS NOT REQUIRED IN ORDER TO PROTECT EMPLOYEES AND THE CONSUMER PUBLIC

FROM ROBBERY, BURGLARY OR VIOLENT CRIMES.
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