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1. IT IS THE INTENT OF THESE PLANS TO BE IN ACCORDANCE WITH APPLICABLE CODES AND
AUTHORITIES HAVING JURISDICTION. ANY DISCREPANCY BETWEEN THESES PLANS AND APPLICABLE CODES
SHALL BE IMMEDIATELY BROUGHT TO THE ATTENTION OF THE ENGINEER.
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ONE CALL AT 1-800—-432—-4770 AND FP&L AT 305-347-3900 48 HOURS PRIOR TO DIGGING TO
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10000 7 - STOP - 3. EXISTING UTILITIES ARE PLOTTED FROM BEST AVAILABLE INFORMATION. CONTACT UTILITY AGENCIES

BEFORE CONSTRUCTION IS STARTED TO VERIFY LOCATION AND DEPTH OF UNDERGROUND UTILITIES.

4.  ANY DISCREPANCY BETWEEN THESE PLANS AND ACTUAL FIELD CONDITIONS SHALL BE BROUGHT TO
THE ATTENTION OF THE ENGINEER PRIOR TO COMMENCING ANY CONSTRUCTION WORK.
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T 5. IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO VERIFY ALL UNDERGROUND FACILITIES PRIOR TO
A R | d LEGEND: THE START OF CONSTRUCTION AND COORDINATE WITH THE VARIOUS UTILITIES TO RELOCATE, BYPASS OR
3 : _— OTHERWISE ENSURE THAT UTILITY SERVICES WILL NOT BE INTERRUPTED DURING CONSTRUCTION.
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6. CLEAR AND GRUB ALL AREAS WHERE NEW WORK IS INDICATED.
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24" WHITE 7. CONTRACTOR TO COVER CATCH BASINS AND PREVENT THE ENTRY OF CONSTRUCTION DEBRIS.
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N 8.  ALL EXISTING FEATURES WITHIN CONSTRUCTION LIMITS SHALL REMAIN UNDISTURBED UNLESS
OTHERWISE NOTED.
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PROPOSED ASPHALT PAVEMENT 9. MONUMENTS OR PROPERTY LINE MARKERS LOCATED WITHIN THE LIMITS OF CONSTRUCTION SHALL
NOT BE DISTURBED.
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10. ALL ELEVATIONS SHOWN REFER TO NATIONAL GEODETIC VERTICAL DATUM (NGVD) OF 1929 UNLESS
OTHERWISE NOTED.
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! 11. CONTRACTOR TO RESTORE EXISTING CONCRETE SIDEWALKS, ASPHALT PAVEMENT, LANDSCAPE, ETC.
DISTURBED DURING THE CONSTRUCTION.
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12. CONTRACTOR SHALL BE RESPONSIBLE FOR SETTING ALL EXISTING MANHOLE AND INLET COVERS,
VALVE BOXES, BLOW-OFF RISERS, ETC. TO NEW ELEVATIONS, AS REQUIRED, WHETHER SPECIFICALLY
N SHOWN ON PLANS OR NOT.
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w1 13. WHERE NEW CONSTRUCTION (CURBS, PAVEMENTS, ETC.) IS INDICATED TO CONNECT TO THE EXISTING,
THE SECTIONS, ELEVATIONS, MATERIALS, ETC. SHALL MATCH THE EXISTING CONSTRUCTION UNLESS NOTED
OTHERWISE ON PLANS.
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™ TO BE SAW-CUT.
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) SEE NOT 26 16. PROVIDE FILL TO ENSURE THAT THE FINISH GRADE (INCLUDING SOD) IN LANDSCAPE AREA MATCH |
TOP OF CURBS OR ONE HALF INCH LOWER THAN ADJACENT PAVEMENT. TAPER TO MATCH EXISTING |
GRADES.
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17. ALL NEW COVERS, FRAMES, GRATES, ETC. SHALL BE ADJUSTED TO MATCH FLUSH WITH NEW GRADES «gf
OF PAVEMENT OR CONCRETE SIDEWALK. !

[ ——

.........

18. REMOVE/RELOCATE EXISTING TREES AND LANDSCAPING WITHIN THE SITE AS PER THE CITY OF
POMPANO BEACH STANDARDS AND COORDINATE WITH LANDSCAPE ARCHITECTURAL DRAWINGS.
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19. CONTRACTOR TO COMPLY WITH THE REQUIREMENTS OF THE 'TRENCH SAFETY ACT' FOR ALL A
TRENCHING OPERATIONS.

ISTING 3" GAS MAIN —\ +

STATE ROAD',_A-1-A

20. UNDER NO CIRCUMSTANCES SHALL THE CONTRACTOR LEAVE EXCAVATED TRENCHES, OR PART OF
EXPOSED OR OPEN AT THE END OF THE WORKING DAY, WEEKENDS, HOLIDAYS OR OTHER TIMES WHEN
THE CONTRACTOR IS NOT WORKING. UNLESS OTHERWISE DETERMINED, ALL TRENCHES SHALL BE COVERED,
FIRMLY SECURED AND MARKED ACCORDINGLY FOR PEDESTRIAN AND VEHICULAR TRAFFIC.
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21. FIELD VERIFY ALL DIMENSIONS AND SETBACKS BEFORE STAKE OUT. NOTIFY OWNER’S REPRESENTATIVE

, PROMPTLY OF ANY VARIATIONS.
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ouRe 22. SEE ARCHITECTURAL DRAWINGS FOR BUILDING AND SITE LAYOUT. FIELD VERIFY ALL DIMENSIONS s
BEFORE PROCEEDING WITH WORK.
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= 23. CONTRACTOR SHALL COORDINATE WITH ARCHITECTURAL, STRUCTURAL, PLUMBING, ELECTRICAL, AND
: LANDSCAPE DRAWINGS.

; RAMP—"

==

’ 24. CONTRACTOR TO COORDINATE AND OBTAIN ALL NECESSARY PERMITS FROM LOCAL, STATE AND
l FEDERAL AGENCIES HAVING JURISDICTION OVER THE SITE OR REGULATING CONSTRUCTION OPERATIONS.
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