0SQ Series

0SQ™ LED Area/Flood Luminaire featuring Cree TrueWhite® Technology - Medium & Large Rev. Date: Vi 04/14/2021
Product Description 05Q-ML-B-DA and UC Mounts

The 050™ Area/Flood luminaire blends extreme optical control, advanced thermal management M’W .2 :

and modern, clean aesthetics. Built to last, the housing is rugged cast aluminum with an integral. /:""'_—_“ e %
weathertight LED driver compartment. Versatile mounting configurations offer simple installation. [ — e e

Its slim, low-profile design minimizes wind load requirements and blends seamlessly into the site -

providing even, quality illumination. The 6L lumen package is a suitable upgrade for HID applications
up to 250 Watt, and the 11L lumen package is a suitable upgrade for HID applications up to 400 Watt.
The 22L lumen package is a suitable upgrade for HID applications up to 750 Watts, and the 30L lumen
package is a suitable upgrade for HID applications up to 1000 Watts.

Applications: Parking lots, walkways, campuses, car dealerships, office complexes, tunnels,

-« 05QM: 25.0" [635mm] =
0SQL: 27.2" [691mm]

CITY ELECTRIC SUPPLY

underpasses, and internal roadways A 8.1~ —»|
-
Performance Summary (205mm)
35"
Utilizes Cree TrueWhite® Technology on 5000K Luminaires 19.0" [89mm]
- - - - - . s x r: A F 3
MNanoOptic® Precision Delivery Grid™ optic 482mml s L v v
Assembled in the U.S5.A. of US. and imported parts
< 5 g
Initial Delivered Lumens: 4,000 - 30,000 [79mm]
Y
Efficacy: Up 1o 173 LPW ;
St NEMA® 7-Pin Photocell
CRI: Minimum 70 CRI [3000K, 4000K & 5700K]); 90 CRI (5000K] Receptacle location
lordered as an option)
CCT: 3000k, 4000K, 5000K, 5700K
Y |
Limited Warranty': 10 years on luminaire; 10 years on Colorfast DeltaGuard® finish; up to 5 years for 40" P B ; 49" n
- s " i ” A 4 —
Synapse® accessories; 1year on luminaire accessories (102mm) L e ".l (124mm) c
; = o
A
YSen hitp:foreelighting.comfwarranty for warranty terms. For Synapse accessories, consull Synapse spec sheets for details on warranty lerms. & e
Ordering Information g
Fully assembled luminaire is composed of two components that must be ordered separately: O
Example: Mount: 050-ML-B-AA-BK + Luminaire: 050M-B-4L-30K7-2M-UL-NM-BK
L —— Luminaire Welght
Mount [Luminaire must be ordered separately|*
il ) 0SaM 28.9 bs. (13.1kg) Qo
: 4]
o L | | osaL | 324 Ibs. [14.7kg] 0
050-ML-B-AA 'a"‘_jjUE*lahlU Arm Eﬂll_]l’ S¥Y Silver BZ Hr"-""_'iﬂ MNote: Refer to page 11 lor foture mounting drill pattern. For additional mounts, reler
050Q-ML-B-DA Direct Arm Options: BK Black  WH White 10 drawings beginning on page 19
050-ML-B-TSP Transportation Mount [stainless steel; do not specily color)
05Q-ML-B-TM Trunnion Mount *
* Reference EPA and pole configuration suitability data beginning on page 10 R ..
evisions
Luminaire [Mount must be ordered separately]
osa [ Je - I | - |
Lumen | Color
: : - : | " 2
Family Size Series Paskige CCT/CRI = Dplic . Voltage Mount Tidiain Controls Dptions
[11=00] M B Medium | 20K7 Asymmetric uL NM BK PML Programmable Multi-Level, up to 40 F Fusze
Medium 4L | JODOK, | ZM* Universal | Mo Mount Black Mounting Height Compatible with 120¥. 277V or 347V [phase to neutral)
L 4,000 TOCRI | Type || Medium | 120-277V - Must specify mount | g7 - Refer to PML s n:f..f,ho.(.tr fﬁr dl."fl.‘ti!.‘. - Cansult factory if fusing is required for 208Y, 260 or 480V
Large Lumens | S0KT IME UH Irom table above Bronze Imended for downlight applications : 2
: L |phase 1o phase)
&L AO00K, | Type Il Medium | Universal - Mount ships 5y at0* il Rk PM oF bl ik DM
6000 | TOCRI | &M# 947 480V | separately Siwer | PML2 Programmable Multi-Level, 10-30" - Refer to LML spec sheet for avallability with PML options
|umens | SOKS Type IV Mediurn | - Mot - Mounting Height W.Frra'n code dictates fusing, u.se time delay fuse
L S000K, L . | available | Utility Mounts White Hefer 1o PML spec sheet for details N Utility Label and NEMA® 7-Pin Photocell Receptacle
2,000 MCRI | Symmelric with 41 ar [ UA N - Intended for downlight applications Included with UA, LB, UC and UD mounts
Lumens | 57KT M : SL lumen | 457 Unility Arm w/8' atD” il - External wattage label per ANSI C134.15
n ST00K. ;’,TEV Medium | packages. | 14/3 AWG Cord 09/08/07/04/05/04/03/02/01 7. pon receptacle per ANGI C1I641
s L S, Field Adjustable Output - Intended for downlight applications with masimum &5° tilt
| umens Type V - Includes M aption Must select 09 08 07 04 05, 04 03 :
150 Marrow UB - Must select WY, LH, WY, U6, U, UG, 14, Factory connected 0- 10V dim leads
14,000 50 #5* Urility Aron w8’ ] gffr:: E:]l“ e - T-conductor [NM mountl, 3-conductor [UAfUB mounts), or
Lilane Iype ¥ Sguare 163 AWG Cord o : q A S-conductor [UC/UD mounts) cord exits luminaire
N3 ; - Reler to pages 12-18 for power and
_ J ; End Exit : [ e - Requires photocell or sherting cap by others
iz = g Not available with PML or PMLZ options | R "?EH‘V’ S FlsteuiLifempbicle
- 7-pin receptacle pe SIC136.4
72.000 MEMA® 33 Direct Arm Mount s s Inliz:dr:;j:lr-ldru::arg ht appli l:ali-n:n‘s with maximum 45" tilt
| G &4 - Standard 7" [S1mm) Locked Lumen Dutput g (d)p) by .
umens . Standan 5 1mm|  Must select add X8, ¥7. X6 X5. X& ¥3 - Factory connected 0-10¥ dim leads - (q\ (dp)
0 NEMA® duk b“!": S KZHM -K.'F i i ek e 187 [£57mm)] seven-conductor cord exits luminaire O > S .
30,000 55 - Shipped separately s : - Requires phatocell or shorting cap by athers > m [q\ I_
Lumans WEMA® 55 Eiold-incialled - Mat available with 721 or 300 lumen il Eisiba m' Ay Z-
.1 - Includes N optian packages a E: , O LO
MEMA® bk upD - Mot available with PML or PML? options - LED and optic are m.r.'nn.d hd rh'_'f I"hf_' i c o R .
7% e Lumen output is permanently locked to Hele-r 1o I-EF:URL configuration diagram on page 19 lor optic ; e . o
NEMA® Tx5 Adjustable from the setting selected e Soaniey. s @ 8 o '«
OLAE® in 15° Refer to pages 12-18 for power and MNot for lf.IEE' with symmeetric optics Ny -la o
TS lurmen values RR  Rotate Right D Q (D
Includes N antian LED and optic are rotated te the right O
Putes Hogh - Refer to RRMRL configuration diagram en page 19 for aptic
directionality
- Mot for use with symmetric optics

* Available with Backlight Shield when o.rdered with field-installed au:.tE-Ssur:,' |see table above]
** Luminaire comes standard with 0- 10V dimming

@ ) £ cREES CREE < LIGHTING

TECHMOLOGY
US: creelighting.com (800) 234-6800
Canada: creelighting-canada.com (800) 473-1234

Luminaire Schedule

Symbol | Qty Label Arrangement | LLF Description Arr. Watts Arr. Lum. Lumens

] 1 SA SINGLE 1.000  OSQM-B-16L-40K7-3M-UL-NM / OSQ-BLSMF / OSQ-ML-B-AA 104 12699

1 | 4 SB SINGLE 0.900 OSQM-B-16L-40K7-4M-UL-NM / OSQ-BLSMF / OSQ-ML-B-AA 104 12349

Note on this Design:
This report makes no representations in regard to Lighting Design or Specification, rather it attempts to accurately reflect the photometric results of a design, as approved by others.

nly as accurate as is permitted by the third-party software and the IES standards used. All digital CAD data appear to be accurate, however, this apparent accuracy is an artifact of the techniques used

to generate racy in the real world.

There are

Calculation Summary

'will impact the actual performance of Lighting in the constructed space, including: the accuracy of the original source (.ies) files supplied by the manufacturer, input voltage ballast variances, actual finish values in the

anufacturing variations in both the source (lamp) and the luminaire, final luminaire placement, obstructions, and installation quality. Further, field measurement itself is subject to errors arising from measuring methods

St. Phillip Church

Parking Lot

Label Units Avg Max Min Avg/Min | Max/Min = Grid Z

knowledge/ability of the measuring party. While the creator of this lighting study makes every effort to ensure accuracy, they cannot be held liable for any errors. The recipient of this lighting study understands and

.DWG file or other properly-dimensioned drawing is provided to the designer.

Parking Fc 2.88 8.7 1.1 2.62 7.91 0

ight levels, the end-user of the document should confirm these values before accepting the results of any photometric report.
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Scale: 1 inch= 10 Ft.
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